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Take care to thread 
the axle into the 
steering block 

straight.

!

Number on the left is for 
Camber, number on the right 

is for Caster.

!

21646
Ballstud
3.5mm

21649
Ballstud 
Washer, 
0.5mm

21636
Front 
Axle

Note:  Shims can be added and removed 
above and below the steering block to 

adjust droop and spring preload.!

3

21637
RC28R FT 
Adjustable 

Front Axles, 
Titanium

x2x221666
2x4mm
BHCS

21635
FT RC28R 

Upper 
Arm Brace

above and below the steering block to 
adjust droop and spring preload.

21650
Ballstud 
Washer, 

1mm

21636
Spring 

Cup

x2x2

x2x2

21638
Suspension 
Arm  Pivot 

Ball

21634
Upper Arm,

2/2

21651
Front 

Spring, Blue

x4x421666
2x4mm
BHCS

Build x2 (right and left side) Install x2 (right and left side)
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SILICONE
 GREASE

30K

x2x2

x2x2

21667
2x4mm
FHCS

21645
Body 

Mount

21645
Front 

Bumper

Hard Body Tab
* Not Included

Note:
Do not install bumper and 

body mounts if using a hard 
body.  Tab will be supplied 

with body.

!

21640
Rod End

21640
Side Damper 

Tube

21640
Damper 

Tube Shaft

Note:
Pinch ballcups on pivot ball 

with pliers lightly if tight.

!

x2x221640
Rod End

21640
Turnbuckle,

12mm

6.15mm

Note:
Pinch ballcups on pivot ball 

with pliers lightly if tight.

Note:
Notch indicates left hand 

thread.  Install notch on left 
side of car.

!

!

x2x221666
2x4mm
BHCS
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BLACK GREASE

#6588

BLACK GREASE

#6588

21641
Center Shock 

Shaft
21641

Center Shock 
Cap

21652
Center Spring,

White

21641
Center Shock 
Droop Collar

21641
Center Shock 
Spring Collar

21640
Rod End

21640
Rod End

21641
Center Shock 

Body

21668
2x3mm

Set Screw

Note: 
Use black grease on pins and 
gears to help hold the assem-

bly together during build.

!

Note:
Compress shock shaft and 
spring to insert into droop 
collar and tighten screw on 

fl at of shaft.

Note:
Pod droop is set by loosening 

or tightening Rod End on Center 
Shock Droop Collar

!

!

21642
Differential 
Tension Nut

21642
Differential 
Tension Nut

O-ring

21642
Rear Axle, Gear 

Differential

x3x3

x3x3

21644
Gear 

Differential 
Crosspin

21644
Planet 

Gear, 13T

21644
Planet 

Gear Cage

SILICONE
 GREASE

30K
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21644
Sun Gear, 

Inner

21644
Sun Gear, 

Outer

x2x221644
Gear Diff 

Shim

21653
3x6x2.5mm

Bearing

21688
E-Clip

21658
FT Sidewall 
Flange Set, 

Yellow

21657
FT Sidewall 
Flange Set, 

White

Not Included!

!

Note:
Ensure bearing is 
pressed into gear 

all the way.

!

Note:
Do not over-tighten 

wheel nuts.
Use CA glue or tire tape 
to mount tires to wheels.

!

21868
Spur Gear,
64P, 53T

21868
Gear Diff 

Cover

21868
Gear Diff 

Coverx3x321868
1x6

PHCS
BLACK GREASE

#6588

Note:
Start M1 screws in gear 
diff cover to help line up 

the assembly.

Note:
Leave 0.2mm axial play so 
that the axle spins freely

! !
x2x2

x2

31382
Ballstud 
Washer, 
0.5mm

31382
Ballstud 
Washer, 
0.5mm

25225
3x3mm 

Set Screw

21642
Rear Axle 

Wheel Hub

x2x231382
Ballstud 
Washer, 
0.5mm

x4x4

x4x4

21689
M2 Locknut, 

Aluminum

21872
RC28R.1 

Wheel 
Set, White

OPTIONAL
21873

RC28R.1 
Wheel Set, 

Yellow

OPTIONAL
21873

RC28R.1 
Wheel Set, 

Yellow

21872
RC28R.1 

Wheel 
Set, White

21868
Axle Spacer

21696
Tire Set

21653
3x6x2.5mm

Bearing

21653
3x6x2.5mm

Bearing
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Mako X Body
Rear 
Front

Body Mounting:
1. Use the existing front hole dimples.

2.  Mark rear body post holes – 2.5mm 
further forward (from center) than existing 

rearward most dimples.

3.  Cut off excess polycarbonate along bottom 
edge of body. Check that your marks line up 

with body posts before reaming holes. 

Paint mask and body decals included. 
Trim wheel wells to clear wheel and tires as 

needed.

Wing Mounting:
1.  Cut out the wing along the outer 
lines. Trim wing down as desired for 

tuning.
2.  Mount the wing by reaming 

existing dimples (front set of dimples 
suggested). 

3.  Use reamed holes on the wing as a guide for 
reaming mounting holes on the body. Take care to 

center the wing side to side and keep it square. 
4.  Use included mounting hardware.

*Note that both the wing and body have overspray 
masking which should be removed before fi nal 

assembly and adding decals.

ESC and Receiver 
*Not Included!

Battery 
* Not Included!

x2x26727
Servo Tape

Reedy 
Blackbox 

300R

Reedy 
Stockstar 

Battery

Mako X Body
Rear 
Front

x4x421645
Body Clip

Note:
Adjust the body height 

depending on body used.!
Install body with the 

O-Rings 1st, then body, 
then body clips.

! x4x4

x4x4

21645
Body Clip

21645
Body Post 

O-Ring
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Front Tires:

Front Wheels: Offset:
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EPA: %%Throttle: Brake:
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Size:

Low Medium HighTraction:

RCP (Smooth) RCP (Rough)Surface:
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Bumpy

Clean

SmoothCondition:
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Body Notes:
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Body:

Motor:
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Pinion: Spur:
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CA Glue Tape

None

Rear Adhesive:
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Rear Wheels: Offset:

CA Glue Tape

:: For more setups, visit RC10.com and click on “Setup Sheets”:: For more setups, visit RC10.com and click on “Setup Sheets”

Shims:

Shims:

Shims:

Shims: Shims:

Shims:

Shims:

Type:

Lube:

Lube:

Loose Tight

Low Mid High

FT Brace: Yes No

Shims:

Shims:

Shims:

Shims:

Additional Weight

(Shown Above)

Diameter:

Shims:

Shims:

RH: RH: RH:Droop:

Bulkhead Shim:

Droop:

Shims:

Spring:

Spring: Droop:

Lube:

Lube:
Diameter:

Shims:

Shims:

Preload:

Shims: Shims: Length:

Kit Setup

98mm

53T

0

0.5

0.5

0

0

00.5

2mm

0

1

2mm 2mm

1.5

25

23

0.5

2

0.5

0.75White

Blue

30k

30k

0.2mm

0.25mm

0.2mm

1/2

0 6.15 30k

Gear

Black
Grease

0

0.5

0.5

0.5

+3
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